
Augers form Eijkelkamp supplied by Geowater 

Eijkelkamp manufactures a wide range of augers for all soil types.  They come in various diameters – typically 5, 

7 or 10cm.  Standalone/single augers are permanently attached to a handle.  Alternatively, auger bottoms come 

with a bayonet or conical screw thread connection so that they can be attached to a handle or extension rod, 

thus enabling different lengths of handle for different depths of sampling.  A handle/extension rod can be 

attached to any auger bottom, offering versatility and cost savings.  Below is a selection of the main auger 

bottoms, extension rods and handles.  Many more available, for details see https://en.eijkelkamp.com/. 

  

 

Edelman auger for clay – product code 
01020107B:  Clay soils can be very cohesive; 
therefore, the blades of the clay type can be 
narrow. The blades meet with little resistance 
permitting augering to be done with a minimum of 
effort, producing a hardly disturbed sample. 
Wider blades would cause extra friction and the 
soil material would be difficult to remove. 
 

 

Edelman auger for combination clay/soil – 
product code 01020207B:  The blades are a bit 
wider than that of the clay auger above, 
facilitating the sampling of soil that is a 
combination of clay and soil. 
 



 

Edelman auger for sand – product code 
01020307B:  This type of Edelman auger is 
suitable for moderately cohesive soils, such as 
sandy soils. The elongated, twisted bit ensures 
easy entering. The blades of the sand type are 
broader than those of the combination type 
allowing a good hold of the soil. 
 

 

Edelman auger for coarse sand – product 
code 01020407B:  This auger is based on the 
sand type but the blades have extra wings thus 
forming an almost closed auger that will firmly 
keep hold of loose soils such as coarse sand or 
very dry sandy soils. 
 

 

Auger for stony soil – product code 
01060007B:  This auger bottom is designed to be 
most suitable for stony soils. 



 

Riverside auger – product code 01040007B:  
This design is very suitable for augerings in hard, 
stiff soils, mixed with fine gravel both above and 
below the ground water level. The very sharp 
extremities of the auger bits point at an angle 
downwards. This design makes the auger go 
through the soil easily. 

 

Soft soil auger – product code 01121507B:  
This special type of Edelman auger has an 
extended auger body (sensitive to torsion) and is 
suitable only for sampling very soft (clay) soils. 

 

 
Spiral auger – product code 01080004B:  The 
spiral auger operates like a corkscrew and does 
not cut off the soil. The auger is usually applied 
when hard layers need to be penetrated. The 
spiral auger has a negative end, i.e. the centre of 
the auger end is whetted away. For profile 
research (soil mapping) the spiral auger is 
seldom used. Its use is confined to augering 
through very hard layers, e.g. bore-ore, brick 
layers, chalk and lime profiles in combination with 
other auger types. The single spiral auger is 
equipped with a contact for electrodes. 



 

Normal auger handle, bayonet connection – 
product code 011001B 

 

Standalone/single Edelman clay auger – 
product code 010101071 

 

Extension rod – bayonet, 50cm – product 
code 011006B 

 


